
A400 FRESH BREW 
RECOMMENDED DAILY OUTPUT 
Cups per Day: Up to 100

2 rear hoppers / 2 bean grinders
2.6 lb / capacity each 
(lockable option available)

The A400 Fresh Brew system allows for consistent, bean-to-cup, hot coffee 
every time. This machine has a small footprint that is perfect where space 
is limited like convenience stores, office locations and hotels. The fully 
automatic machine allows customers to easily choose up to four sizes of 
hot, fresh coffee in three quick steps with Advanced User Interface.

Patented brew unit

Tinted bean hoppers  
(clear hoppers available)

9" cup clearance

13.4" footprint

Intuitive 8" touch screen 

Adjustable water  
and coffee outlet

Adjustable 4" 
stainless steel feet

EASYCLEAN 
Automatic cleaning system —  

perfect hygiene in just a few steps.

TOUCH SCREEN 
8” ultra-thin touch screen  

for efficient easy operation.

FRANKE DIGITAL SERVICES
A clear view of commercial  

and operational performance.



800.310.5710 
us.coffee.franke.com

Franke Coffee Systems Americas
cs-coffeesales.us@franke.com

Franke Kaffeemaschinen AG
cs-info.ch@franke.com
Switzerland

Franke Coffee Systems GmbH
cs-info.de@franke.com 
Germany

Franke Coffee Systems UK
sales@Frankecoffeesystems.co.uk
United Kingdom
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MACHINE MODEL
Model Power
A400 Fresh Brew   208V (30A) 

60 Hz 2.3-2.7 kW (20/30 A)
Dimensions 13.4"W x 33.5"H x 23.6"D
Weight (empty) Approx. 95 lbs L6-30R

WATER CONNECTION AND DRAIN
Water connection  3/8" compression fitting, L = 59"
Drain hose  Dia = 0.75", L - 78.7"

CONFORMS TO 
NSF STD 4

ELT LISTED CONFORMS TO 
UL STD 197 CERTIFIED TO
CSA STD C22.2
NO 109

3123505
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WATER QUALITY
Aroma Fresh and pure taste, with no perceptible aroma
Color  Clear 
Total Hardness 70 – 140 ppm (mg/l)
Carbonate hardness  3 – 6° dH CH (carbonate hardness) 

50 – 105 ppm (mg/l)
Acid content/ph value 6.5 – 7.5 pH
Chlorine content < 0.5 mg/l
Chloride content < 30 mg/l
Total Dissolved Solids (TDS) 30 – 150 ppm (mg/l)
Electrical conductivity 50 – 200 μS/cm (microsiemens)
Iron Content < 0.3 mg/l
Water pressure 80 – 800 kPa (0.8 – 8 bar)
Flow rate > 0.1 l/sec
Water temperature < 25°C
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Minimum 5" clearance above

Standard Configuration -
Front Profile
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Franke Kaffeemaschinen AG
Franke-Strasse 9
CH-4663 Aarburg
Telefon:  +41 62 787 3607
E-Mail:  kmch@franke.com 
Internet :  www.franke.com
These drawings and specifications are the property of 
Franke Technology and Trademark Ltd. and shall not be 
reproduced, copied or transfered to any third party without 
the prior written permission of Franke Technology and 
Trademark Ltd., Hergiswil, Switzerland
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